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Professional high-speed optical transceiver

OPN-S4U85-05L.C2 / OPN-S4U85-05LC21 /

OPN-S4UB5E-05LC2 / OPN-S4U85E-05L.C2I
4.25 Gbps /850 nm / 3.3V Digital Diagnostic SFF LC MULTI-MODE TRANSCEIVER

PRODUCT FEATURES

@ Up to 4.25 Gb/s Bi-directional Data Link
® Duplex LC Multi-Mode Transceiver
® Compliant with Fibre Channel FC-PH-2 for400-M5-SN-1 and 400-M6-SN-1
® Compliant with IEEE 802.3z 1000BASE-SX
® Link Distance at 4.25 Gbd
150 m links with 50/125 pym MMF Cables
70 m links with 62.5/125 ym MMF Cables
® Link Distance at 2.125 Ghd
300 links with 50/125 um MMF Cables
150 m links with 62.5/125 um MMF Cables
® Link Distance at 1.063 Ghd
500 m links with 50/125 pm MMF Cables
300 m links with 62.5/125 pm MMF Cables
® Small Form Factor, RJ-45 size, 2X5 pin Package
® SFF-8472 Digital Diagnostic Function
® AC/AC Coupled Signal Input / Output
® LVTTL Transmitter Disable Input
® LVTTL Signal Detect Output
® Single +3.3 VV Power Supply
® ROHS Compliant
® 0 to 70°C Operating: OPN-S4U85-05LC2
® -50 to 85°C Operating: OPN-S4U85-05LC2I
® \Wave Solderable
® Class 1 Laser International Safety Standard 1EC-60825Compliant

APPLICATIONS

® Tri-Rate 4.25/2.125.1.063 Gb/s Fibre Channel
® 1.25 Gb/s 1000BASE-SX Ethernet

PRODUCT DESCRIPTION

The OPN-S4U85-05L.C2 series multi-mode transceiver is a small form factor, low power, high performance module for bi-

directional serial optical data communications such as Fibre Channel 4x/2x/1x and Gigabit Ethernet 1000BASE-SX. This

2x7 pin SFF transceiver comply with the 2x5 standard package defined by the SFF MSA with the exception of four extra pins

for real-time digital diagnostics and transmitter fault indication. Digital diagnostic functions are available via the 2-wire serial

interface defined in the SFF-8472 MSA. This module is designed for multi-modefiber and operates at a nominal
wavelength of 850 nm. The transmitter section uses a multiple quantum well 850 nm VVCSEL and is a class 1 laser
compliant according to International Safety Standard IEC-60825. The receiver section uses an integrated GaAs detector
preamplifier (IDP) mounted in an optical header and a limiting post-amplifierIC. A PECL logic interface simplifies
interface to externalcircuitry.

ORDER INFORMATION
P/No. Bit Rate FC Distance | Wavelength Package Temp. | TX Power| RX Sens. RoHS
(Gbfs) (m) (nm) (°C) (dBm) (dBm) [ Compliant

OPN-S4U85-05L.C2 4/2/1 |400/200/100{150/300/500 850 2X7LCwithDMI| 0to70 | -2.5t0-9 [-15/-17/-18 Yes
OPN-S4U85-05LC2I 4/2/1 |400/200/100{150/300/500 850 2X7LC withDMI|-50t0 85| -2.5t0-9 |-15/-17/-18 Yes
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Absolute Maximum Ratings

Parameter Symbol Min Max Units Notes
Storage Temperature Tstg -50 85 °C
Operating Temperature Topr 0 70 °C OPN-S4U85-05LC2
-50 85 OPN-S4U85-05LC2I
Soldering Temperature 260 °C 10 seconds on leads only
Power Supply Voltage Vce 0 3.6 \%
Input Voltage GND Vcce \Y

Recommended Operating Conditions

Parameter Symbol Min Typ Max Units / Notes
Power Supply Voltage Vcce 3.13 3.3 3.47 \Y%
Operating Temperature Topr 0 70 °C / OPN-S4U85-05LC2
-50 85 °C / OPN-S4U85-05LC2I
Data Rate 1062 4250 Mb/s
Power Supply Current Icc 180 240 mA

Transmitter Specifications (0°C < Topr < 70°C, 3.13V < Vcc < 3.47V)

Parameter | Symbol | Min | Typ | Max Units Notes
Optical
Optical Transmit Power Po -9 -2.5 dBm 1
Output Center Wavelength A 840 850 860 nm
Output Spectrum Width AL 0.85 nm RMS (o)
Optical Modulation OMA 247 pW 2
Amplitude@4.25Gb/s
Optical Rise Time tr 90 ps 20% to 80%
Optical Fall Time I 90 ps 20% to 80%
Relative Intensity Noise RIN -118 dB/Hz
Electrical
Data Input Current — Low he -350 pA
Data Input Current — High ln 350 pA
Differential Input Voltage Vin- Vi 300 mv
Data Input Voltage — Low Vi - Ve -2.0 -1.58 \Y 3
Data Input VVoltage -- High Vin-Vee -1.1 -0.74 \Y 3
Disable Input Voltage -- Low Vipis.L 0 0.5 \Y TX Output Enabled
Disable Input VVoltage -- High V1pisH Vcee—-1.3 Vcce \Y TX Output Disabled
Shut Off Time for TxDis tois 1 ms

Notes: 1. Output power is power coupled into a 62.5/125 um MM fiber.
2. An OMA of 196 uW is approximately equal to an average power of -9 dBm assuming an Extinction Ratio of 9 dB.
3. These inputs are compatible with 10K, 10KH and 100K ECL and PECL inputs.
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Receiver Specifications (0°C < Topr < 70°C, 3.13V < Vcc < 3.47V)
Parameter | Symbol | Min | Typ | Max Units Notes
Optical
Sensitivity@4.25Gb/s Sens -15 dBm 4
40 %
Sensitivity@2.125Gb/s Sens -17 dBm 4
Sensitivity@1.063Gb/s Sens -18 dBm 4
Maximum Input Power Pin 0 dBm
Signal Detect — Asserted Pa -18 dBm Transition: low to high
Signal Detect — Deasserted Pd -31 dBm Transition: high to low
Signal detect — Hysteresis 1.0 dB
Wavelength of Operation 830 860 nm
Electrical
Data Output Voltage — Low VoL - Vee -2.0 -1.58 \Y 5
Data Output Voltage — High Von - Ve -1.1 -0.74 \Y, 5
Signal Detect Output Voltage -- Low VoL 0.5 \%
Signal Detect Output Voltage -- High VoH 2.0 \Y

Notes: 4. Minimum sensitivity and saturation levels at BER=1E-12 for a 27-1 PRBS.
5.These outputs are compatible with 10K, 10KH and 100K ECL and PECL outputs.

CONNECTION DIAGRAM
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PIN Signal Name Description PIN Signal Name Description
C N/C Not Connected D TX_Fault Transmitter Fault indication
A SDA Data line of two wire serial interface B SCL Clock line of two wire serial interface
1 VeeRx Receiver ground 10 TD- Transmitter Data In Bar
2 VccRx Receiver Power — 3.3V+5% 9 TD+ Transmitter Data In
3 SD Signal Detect Output 8 TX_Disable Logic low to enable TX output
4 RD- Receiver Data Out Bar 7 VeeTx Transmitter ground
5 RD+ Receiver Data Out 6 VceeTx Transmitter Power — 3.3V+5%
MS MS Mounting Studs. Connect to Chassis
Ground
Module Definition
. MOD-DEF2 MOD-DEF1 .
Module Definition PIN A PINB MOD-DEF0 Interpretation by Host
4 SDA SCL Serial module definition protocol

Module Definition 4 specifies a serial definition protocol. For this definition, upon power up, MOD-DEF(1:2) appear as no connector
(NC) and MOD-DEF(0) is TTL LOW. When the host system detects this condition, it activates the serial protocol. The protocol uses the
2-wire serial CMOS E?2PROM protocol of the ATMEL AT24C01A/02/04 family of components
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RECOMMENDED CIRCUIT SCHEMATIC
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PACKAGE DIAGRAM (Units in mm)
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B) Extended Case
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Note: Specifications subject to change without notice.
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